[ modular

il

Dati Tecnici

Modularita:

Dimensioni (mm):
Volume netto (m3):
Dimensioni imballo (mm):
Volume lordo (m3):

Su vano aperto
1200x1100x870
1,148
1280x1272x1274
2,074

Cliente

Progetto

ROC 1100

Modello: R110/120PLN/A

Caratteristiche

Quantita

Posizione

Cod: MP01735145014

Piano:

Realizzato in acciaio inox AlSI 304
spessore 2 mm

In order to constantly offer the best possible products we reserve the right to make changes on technical specifications without incurring any obligation for equipment previosly or subsequently sold.
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[ modular

Elemento neutro, su vano aperto

Elemento neutro su vano aperto. Fianchi, fondo e schienale in acciaio inox. Piano in acciaio inox AlSI 304 spessore 20/10.
Predisposizione per l'unione di testa. Apparecchiatura dotata di piedini regolabili in altezza in acciaio inox.

Disegno tecnico

120

Z g 2
<
Tt T _ _
[mmii i) i i) [ i ] — - 1
~
©
|
2
| _
| ‘ )
3
75 105 75 75 87 ‘ 75
T
186 2

In order to constantly offer the best possible products we reserve the right to make changes on technical specifications without incurring any obligation for equipment previosly or subsequently sold.

Modular Professional S.r.l. Via Palu, 93 - 31020 - San Vendemiano (TV) - Italy - P.I. 04414900268 modular.it - modular@modular.it



	ROC 1100
	Dati Tecnici
	Caratteristiche
	Disegno tecnico


