[ modular

Datos técnicos

Modularidad:

Dimensiones (mm):

Potencia de gas total (Kcal/h):
Potencia de gas total (kW):
Dimensiones zona de coccién 1

(LxP mm):
Conexion de gas:
Volumen neto (m3):

Dimensiones embalaje (mm):

Peso Bruto (kg):
Volumen bruto (m3):

Sobra base con puerta
400x700x850

6449

7,5

n°2 681.101.13 (184x

1/2"

0,238
477x776x1147
65

0,425

Cliente

Proyecto

FUN 700

Modelo: F70/40GRLG/P

Cantidad

Posicién

Céd.: MP01452113004

Market: Paises fuera de la Unién Europea

Caracteristicas

Parrillas: En hierro fundido

Top: Fabricado en acero inoxidable AlSI
304 10/10 mm de espesor

Pomos: Perillas hechas de una mezcla de
polimero resistente al calor
equipada con laberinto de liquido
antifugas

Tiradores: Acabado en aluminio cepillado

Cajon recoge liquidos:

Kit Gas:

Estraibile e lavabile in lavastoviglie

Equipo de conversion de gas
natural 30/50 m/bar (ensayo con
gas natural g20)

In order to constantly offer the best possible products we reserve the right to make changes on technical specifications without incurring any obligation for equipment previosly or subsequently sold.
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Disefio técnico
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G: Conexion de gasde 1/2 "

Parrilla de lava volcanica, 1 parrilla
de coccidn de hierro fundido,

sobre base con puerta

In order to constantly offer the best possible products we reserve the right to make changes on technical specifications without incurring any obligation for equipment previosly or subsequently sold.
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