[ modular

Données techniques

Modularité:

Dimension (mm):

Nr. Cuve:

Litres cuve 1:

Dimensions de cuve 1 (mm):
Remplissage eau chaude:
Remplissage eau froide:
Vidange eau:

Volume net (m3):

Dimensions emballage (mm):

Poids brut (kg):
Volume brut (m3):

Sur placard avec portes
800x900x870

1

75
600x500x250
1/2"

1/2"

1"1/2

0,626
880x1026x1109
45,1

1,001

Client

Projet

ROC 900

Modéle: R90/80LA/P

Caractéristiques

Quantité

Position

Cod: MP01694144002

Plan de travail:

Poignées:

Réalisés en acier inoxydable AISI
304 d'une épaisseur de 20/10 mm

Les poignées en aluminium brossé
offrent une prise sire et solide
avec une lignes ergonomiques

In order to constantly offer the best possible products we reserve the right to make changes on technical specifications without incurring any obligation for equipment previosly or subsequently sold.

Modular Professional S.r.l. Via Palu, 93 - 31020 - San Vendemiano (TV) - Italy - P.l. 04414900268

modular.it - modular@modular.it



[ modular

Eléments neutres avec évier, sur
placard avec porte

Déssin technique
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In order to constantly offer the best possible products we reserve the right to make changes on technical specifications without incurring any obligation for equipment previosly or subsequently sold.
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